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(54) Tea-brewing device 

(57) In this device, a clock mechanism by means of 
which the brewing time is set drives an additional 
drive gear after the bell has been actuated. This gear 
moves a rod with a small basket, which holds the 
tea, vertically out of the water until it reaches a 
spring-loaded pad, which is located at the base of 
the mechanism and which then squeezes out the tea. 
The basket insert can be exchanged as necessary 
(tea bag or tea leaves). 
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Description 

When preparing tea, the tea has to steep in hot 
water for a certain period of time, depending on the 
type and the desired effect. Often, however, it so 
happens that the time is forgotten and the tea stays in 
the water so long that it tastes bitter. There is also a 
problem with dripping tea bags. 

The invention is based on the task of developing a 
mechanism that solves both of these problems. 

Fastened for this puipose to the edge of a pot 1 (or 
a cup) is a mechanism with an adjustable rod 2 which 
consists of a clock mechanism 3, a rod 4 and a small 
exchangeable basket 5. A coupled drive gear 6 that 
drives the rpd 4 is located on the spring of the clock 
mechanism that actuates the bell. A small basket 5 
that holds the tea bag or the tea is located at one end 
of the rod 4. A pad 7 that is provided with a weak 
spring is located on the base of the clock mechanism. 

The functional operating sequence is now as 
follows: 

The tea bag/tea is placed into the small basket 5, then 
the rod 4 is set to the desired length and the clock 
mechanism is set to the desired brewing time with the 
time gear 8, The mechanism is then placed on the 
edge of the container with the rod 2. Once the desired 
time has expired, the bell sounds, and at the same 
time the rod 4 with the small basket 5 is pulled from 
the water by means of the drive gear 6 until it reaches 
the lower edge of the mechanism, where the pad 7 
squeezes out the tea bag with weak pressure. The 
brewing operation is thus ended, the user is notified 
by the ringing, and the tea is squeezed out to an 
extent such that the mechanism can be removed and 
turned around and taken to the tiash without any 
amioying dripping of the tea. 

Claim 

Mechanism consisting of a clock mechanism, 
characterized in that a drive gear coupled with it 
drives a rod at the end of which is located a small 
basket, and at the base of the mechanism, a pad 
that is provided with a spring. 
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